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MODEL

VA

1000VA

CAPACITY
w 600W
Voltage 220/230/240VAC
INPUT Voltage Range 155/300VAC
Frequency 45/65 Hz (Auto Sensing)
Voltage 220/230/240VAC
Voltage Regulation (Batt.
Mode) +10%
OUTPUT Frequency 50Hz or 60Hz
Frequency  Regulation 1Hz
(Batt. Mode)
Output Waveform Modified Sine wave
Battery Type Sealed, lead/acid battery, maintenance free

Backup Time (at a PC
SAlian Load with 15 _monitor)

30minutes

ALARM

Recharge Time 6 hours to 90% after complete discharge
;Ffr/;\l\';llgFE Typical MAX 8 ms
[\[s][e¥:§g6B AC Mode Green lighting
R 8 Backup Mode Yellow flashing
Backup Mode Sounding every 10 seconds
AUDIELE Low Battery Sounding every second
Overload Sounding every 0.5 second

Battery Replacement

Sounding every 2 seconds

Fault

Red lighting

PROTECTI
ON

Full Protection

Discharge, overcharge, and overload protection

PHYSICA

Dimension (mm), e
L DXWXH 356*123*189
WEIGHT Net Weight 11kgs

ENVIRON

Operating Environment | 0/ 40°C, 0/90 % relative humidity (non/condensing)

MENT

Noise Level

Less than 40dB





